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1
INJECTION BLOW MOLDING SYSTEM
WITH ENHANCED PARISON MOLD
CONFIGURATION

RELATED APPLICATIONS

This application is a continuation-in-part of prior copend-
ing U.S. Non-provisional application Ser. No. 12/951,920
filed Nov. 22, 2010, and is related to and claims the priority
benefit of prior U.S. Provisional Application No. 61/749,478
filed Jan. 7, 2013. Both said Non-provisional application and
said Provisional application in their entireties are hereby
incorporated by reference into the present specification.

BACKGROUND OF THE INVENTION

1. Field of the Invention

Embodiments of the present invention relate to an injection
blow molding apparatus and method for forming molded
articles.

2. Description of the Related Art

Injection blow molding (IBM) is a technique used for
creating various containers such as plastic bottles for medi-
cation or other contents. The IBM process is performed with
an IBM machine that first injection molds a resin into a
plurality of parisons of desired shapes and then blow molds
the parisons into the final molded articles.

An injection station of the IBM machine typically includes
a split parison mold assembly that defines a plurality of cavi-
ties within which the parisons are formed. In the injection
molding stage of the IBM process, the parison-forming sur-
faces of the split parison mold are heated to and/or cooled to
different temperatures via a plurality of water lines formed in
the split parison mold near the parison-forming surfaces. The
water lines may be supplied with water at different tempera-
tures depending on the location of the water line relative to the
neck or body of the parison being formed. Typically, a plu-
rality of individual thermolators are required to control the
temperature of water supplied to the various water lines in the
parison mold and an operator is required to use a significant
amount of discretion in making adjustments to the water
temperature flowing through water lines at difterent locations
along the body and/or neck of the parison during the injection
blow molding process.

The operator discretion necessary to make certain parison
mold designs function properly requires highly experienced
IBM operators and can require significant trial and error in
order to determine satisfactory operating parameters. Further,
the complexity of manufacturing and operating split parison
molds with multiple water lines formed therein can result in
high capital costs, high operating costs, and high maintenance
costs.

Thus, it would be desirable to have an injection molding
system and/or process where IBM operator discretion is mini-
mized, trial-and-error operation of the IBM operator is mini-
mized, and mold tooling design, fabrication, replacement,
and maintenance costs are minimized.

Additionally, individual parison molds halves are often
connected to a die set via a keyway. Once the individual
parison molds halves have been slid onto the keyway, they are
positioned adjacent one another and connected to one another
by extending an elongated horizontal member (e.g., a length
of “all thread rod”) through all the individual molds and
compressing the individual molds halves against one another
using the horizontal member.

This conventional configuration for connecting parison
molds halves to the die set and to one another has several
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2

disadvantages. For example, the width of each individual
mold half must be maintained within very tight tolerances to
ensure proper alignment between individual top and bottom
mold halves. Further, during operation, the series of side-by-
side individual mold halves are subject to significant thermal
expansion, which can cause misalignment of the top and
bottom mold halves and can also cause misalignment with the
core rods and/or injection nozzles that must mate with the
molds as they close. An additional disadvantage of this con-
ventional configuration is that replacement of a single mold
half requires disconnection and reconnection of multiple
mold halves.

Thus, it would be desirable to have an injection molding
system and/or process where the parison molds are config-
ured in a manner that mitigates the negative effects of thermal
expansion and also permits easy attachment and detachment
of a portion of the mold halves without requiring disconnec-
tion of all the mold halves.

SUMMARY OF THE INVENTION

In certain embodiments of the present inventions there is
provided a split parison mold assembly configured for con-
nection to upper and lower die sets of an injection blow
molding system. The split parison mold assembly comprises
a plurality of pairs of upper and lower multi-cavity parison
mold half blocks. Each pair of the mold half blocks is con-
figured to cooperatively define a plurality of parison forming
cavities. At least two adjacent lower multi-cavity mold half
blocks are spaced apart from one another and at least two
adjacent upper multi-cavity mold half' blocks are spaced apart
from one another.

In certain embodiments of the present invention there is
provided a split parison mold assembly configured for con-
nection to upper and lower die sets of an injection blow
molding system. The split parison mold assembly comprises
a plurality of pairs of upper and lower multi-cavity parison
mold half blocks. Each pair of the mold half blocks are
configured to cooperatively define a plurality of parison form-
ing cavities. At least two of the lower multi-cavity mold half
blocks are configured for independent connection to the lower
die set by one or more vertically extending lower fasteners. At
least two of the upper multi-cavity mold half blocks are
configured for independent connection to the upper die set by
one or more vertically extending upper fasteners.

In certain embodiments of the present invention there is
provided an injection blow molding system for injection
molding a resin into a plurality of parisons and blow molding
the parisons into a plurality of molded articles. The injection
blow molding system comprises an injection station for injec-
tion molding the resin into the parisons, a blowing station for
blow molding the parisons into the molded articles, and an
indexing head for transferring the parisons from the injection
station to the blowing station. The injection station comprises
upper and lower die sets shiftable between an open position
and a closed position. The injection station further comprises
a plurality of upper multi-cavity parison mold half blocks
coupled to the upper die set and spaced apart from one
another. The injection station further comprises a plurality of
lower multi-cavity parison mold half blocks coupled to the
lower die set and spaced apart from one another. Each of the
upper multi-cavity parison mold half blocks has a corre-
sponding lower multi-cavity parison mold half block. Each
pair of corresponding upper and lower mold halfblocks coop-
eratively defines the exterior shape of the bodies of at least
two of the parisons.



US 9,132,581 B2

3

In certain embodiments of the present invention there is
provided an injection blow molding system for injection
molding a resin into a plurality of parisons and blow molding
the parisons into a plurality of molded articles. The injection
blow molding system comprises an injection station for injec-
tion molding the resin into the parisons, a blowing station for
blow molding the parisons into the molded articles, and an
indexing head for transferring the parisons from the injection
station to the blowing station. The injection station comprises
upper and lower die sets shiftable between an open position
and a closed position. The injection station further comprises
a plurality of upper multi-cavity parison mold half blocks
independently coupled to the upper die set. The injection
station further comprises a plurality of lower multi-cavity
parison mold half blocks independently coupled to the lower
die set. Each of the upper multi-cavity parison mold half
blocks has a corresponding of lower multi-cavity parison
mold half block. Each pair of corresponding upper and lower
mold halve blocks cooperatively defines the exterior shape of
the bodies of at least two of the parisons.

In certain embodiments of the present invention there is
provided an injection blow molding process comprising: (a)
injection molding a resin into a plurality of parisons at an
injection station, wherein the injection molding includes (i)
shifting upper and lower die sets of the injection molding
station from an open position to a closed position, (ii) inject-
ing the resin into a plurality of parison cavities cooperatively
defined by upper and lower mold half assemblies coupled to
the upper and lower die sets respectively, wherein the upper
mold half assembly comprises a plurality of upper mold half
blocks independently coupled to the upper die, wherein the
lower mold half assembly comprises a plurality of lower mold
half blocks independently coupled to the lower die set,
wherein each of the upper mold half blocks has a correspond-
ing lower mold half block for cooperatively defining the
exterior shape of the bodies of at least two one of the parisons;
(b) transferring the parisons from the injection station to a
blowing station; and (¢) blow molding the parisons into
molded articles at the blowing station.

Embodiments of the present invention are described in
detail below with reference to the attached drawing figures,
wherein:

FIG. 1 is a block diagram of a system for producing blow
molded articles, particularly illustrating an injection blow
molding apparatus and systems for supplying resin and heat
transfer fluid to an injection station of the injection blow
molding apparatus;

FIG. 2 is a plan view of an injection blow molding appa-
ratus, particularly illustrating the apparatus’s injection sta-
tion, blowing station, ejection station, and indexing head;

FIG. 3A is a side view of the injection station depicted in
FIG. 1, particularly illustrating the injection mold die sets,
split injection mold assembly, and resin manifold assembly;

FIG. 3B is a side view of the blowing station depicted in
FIG. 1, particularly illustrating the blow mold die sets and
split blow mold assembly;

FIG. 3C is a schematic side view of the ejection station
depicted in FIG. 1, particularly illustrating the stripper plate
used to remove blow molded articles from the core rods of the
indexing head;

FIG. 4 is an isometric view of an injection station config-
ured in accordance with a first embodiment of the present
invention, particularly illustrating the injection station in an
open position with two die sets attached to a split parison
mold assembly comprising monolithic neck mold halves and
monolithic body mold halves forming a plurality of parison
cavities;
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4

FIG. 5 is an isometric view of the injection station of FIG.
4 in a closed position;

FIG. 6 is an isometric view of the injection station of FIG.
5 illustrating a plurality of heat transfer channels in phantom
located within the die sets and the split parison mold assem-
bly;

FIG. 7 is a side view of the injection station depicted in
FIG. 5, particularly illustrating the interaction between the
heat transfer channels in the die sets and the heat transfer
channels in the neck mold halves and also showing an
absence of heat transfer channels in the body mold halves;

FIG. 8 is a top view of the injection station of FIG. 5§
illustrating the heat transfer channels in phantom and
includes arrows depicting the direction of flow of heat trans-
fer fluid through the heat transfer channels from an inlet to an
outlet thereof;

FIG. 9 is a cutaway front view of the injection station
depicted in FIG. 5, particularly illustrating the configuration
of the heat transfer channels in the neck molds;

FIG. 10 is a fragmentary cross-sectional view of the heat
transfer channels taken along line 10-10 in FIG. 7, including
arrows depicting the direction of flow of heat transfer fluid
through the heat transfer channels in the die sets to the heat
transfer channels in the neck mold halves;

FIG. 11 is an isometric view of the upper neck mold half of
FIG. 4 illustrating the open-sided configuration of the con-
toured heat transfer channels, as well as the interlock seal
recesses formed around the contoured channels;

FIG. 12 is cross-sectional side view of the injection station
taken along line 12-12 in FIG. 9;

FIG. 13 is a cross-sectional side view of the injection
station taken along line 13-13 in FIG. 9;

FIG. 14 is a fragmentary, cross-sectional, enlarged side
view of the neck mold halves as illustrated in FIG. 14, par-
ticularly illustrating how the portion of the heat transfer chan-
nel closest to the surface of the parison cavity is cooperatively
defined by the neck mold halves and interlock insert halves;

FIG. 15 is a fragmentary, cross-sectional, enlarged front
view of one of the heat transfer channels in one of the neck
mold halves, illustrating relationships between a neck-form-
ing surface and its corresponding contoured channel;

FIG. 16 is an isometric view of the injection station of FIG.
5 and illustrates a plurality of mechanical fasteners joining the
split parison mold assembly with the die sets;

FIG. 17 is a side view of the injection station depicted in
FIG. 5, particularly illustrating the mechanical fasteners join-
ing the interlock insert halves, neck mold halves, and body
mold halves together and to the first and second die sets,
respectively;

FIG. 18 is a cutaway top view of the injection station
depicted in FIG. 16, particularly illustrating the spacing of the
mechanical fasteners extending horizontally through the
interlock insert halves, neck mold halves, and body mold
halves;

FIG. 19 is a front view of the injection station depicted in
FIG. 16, particularly illustrating the spacing of the mechani-
cal fasteners extending vertically through the first or second
die set and portions of the split parison mold assembly;

FIG. 20 is an isometric view of an injection station config-
ured in accordance with a second embodiment of the present
invention, particularly illustrating the injection station in an
open position with two die sets attached to a plurality of first
or second individual mold halves, each individual mold half
comprising an individual neck mold half and an individual
body mold half forming one of the parison cavities;

FIG. 21 is an isometric view of the injection station of FIG.
20 in a closed position;
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FIG. 22 is a front view of the injection station of FIG. 21,
particularly illustrating mechanical fasteners independently
attaching each of the individual mold halves to the first or
second die set;

FIG. 23 is a cross-sectional side view of the injection
station of FIG. 21, particularly illustrating individual body
mold halves and individual interlock inserts independently
attached to the first or second die set;

FIG. 24 is a partial isometric view of an injection station
configured in accordance with a third embodiment of the
present invention, particularly illustrating the injection sta-
tion with a split parison mold assembly comprising a plurality
of multi-cavity split mold blocks, each defining a plurality of
parison cavities;

FIG. 25 is an enlarged isometric view of a lower half of one
of the multi-cavity split mold blocks depicted in FIG. 24,
particularly illustrating the heat transfer channels extending
through the mold block adjacent the parison-forming sur-
faces;

FIG. 26 is a partial isometric view of the injection station of
FIG. 24, with the upper halves of the split mold blocks being
removed;

FIG. 27 is an enlarged, fragmentary isometric view of a
lower portion of the mold assembly and lower die set particu-
larly illustrating the configuration of the parison forming
surface and the manner in which horizontally-extending fas-
teners couple an end plate, a single-cavity mold half, and an
outer multi-cavity mold half block to one another;

FIG. 28 is a partial isometric view of the injection station
constructed in accordance with a fourth embodiment of the
invention;

FIG. 29 is an enlarged, fragmentary isometric view of the
injection station of FIG. 28 with an endmost pair of multi-
cavity mold halves removed to reveal details of construction;

FIG. 30 is an end elevational view of the partial injection
station of FIG. 28;

FIG. 31 is a fragmentary, top plan view of the partial
injection station of FI1G. 28;

FIG. 32 is a fragmentary cross-sectional view of the partial
injection station of FIG. 28 taken substantially along line
32-32 of F1IG. 31,

FIG. 33 is a fragmentary cross-sectional view of the partial
injection station of FIG. 28 taken substantially along line
33-33 of FIG. 31,

FIG. 34 is a fragmentary cross-sectional view of the partial
injection station of FIG. 28 taken substantially along line
34-34 of F1G. 31,

FIG. 35 is a fragmentary cross-sectional view of the partial
injection station of FIG. 28 taken substantially along line
35-35 of F1IG. 30;

FIG. 36 is a fragmentary cross-sectional view of the partial
injection station of FIG. 28 taken substantially along line
36-36 of FIG. 31; and

FIG. 37 is an enlarged, fragmentary isometric view, par-
tially in cross-section and with parts broken away, of the
parison mold assembly illustrating internal details of con-
struction.

The drawing figures do not limit the present invention to
the specific embodiments disclosed and described herein. The
drawings are not necessarily to scale, emphasis instead being
placed upon clearly illustrating the principles of the inven-
tion.

DETAILED DESCRIPTION

The following detailed description of the invention refer-
ences the accompanying drawings that illustrate specific
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embodiments in which the invention can be practiced. The
embodiments are intended to describe aspects of the inven-
tion in sufficient detail to enable those skilled in the art to
practice the invention. Other embodiments can be utilized and
changes can be made without departing from the scope of the
present invention. The following detailed description is,
therefore, not to be taken in a limiting sense. The scope of the
present invention is defined only by the appended claims,
along with the full scope of equivalents to which such claims
are entitled.

In this description, references to “one embodiment”, “an
embodiment”, or “embodiments” mean that the feature or
features being referred to are included in at least one embodi-
ment of the technology. Separate references to “one embodi-
ment”, “an embodiment”, or “embodiments” in this descrip-
tion do not necessarily refer to the same embodiment and are
also not mutually exclusive unless so stated and/or except as
will be readily apparent to those skilled in the art from the
description. For example, a feature, structure, act, etc.
described in one embodiment may also be included in other
embodiments, but is not necessarily included. Thus, the
present technology can include a variety of combinations
and/or integrations of the embodiments described herein.

An injection blow molding system 30, as illustrated in
FIGS. 1-23, is configured for injection molding a resin into a
plurality of parisons and blow molding the parisons into a
plurality of molded articles. As illustrated in FIG. 1, the
injection blow molding system 30 may comprise: a resin
source 32, aresin feed system 34, a heat transfer fluid source
36, a temperature control system 38 comprising at least one
temperature control unit 40, and an injection blow molding
(IBM) machine 42.

The resin source 32 may be any apparatus for producing
and/or storing resin suitable for being molded and hardened
into one or more molded articles. For example, the resin
provided at the resin source 32 may be polyolefin resin. The
resin feed system 34 may be coupled in fluid-flow communi-
cation with the resin source 32 and configured to inject resin
into cavities of a mold of the IBM machine 42, as described
below.

The heat transfer fluid source 36 may be any system
capable of providing an amount of heat transfer fluid suffi-
cient to supply the heat transfer fluid to desired portions of the
IBM machine 42 in a desired quantity and for a desired length
of'time during an injection molding process. For example, the
heat transfer fluid source 36 may be a water supply or a supply
of'any fluid of a sufficient viscosity to freely flow throughout
desired portions of the IBM machine 42. The heat transfer
fluid may also have sufficient thermal characteristics to
remain within a desired temperature range as it flows through
the desired portions of the IBM machine 42, as described in
detail below.

The temperature control system 38 may comprise one or
more of the temperature control units 40 (e.g., thermolators)
coupled in fluid-flow communication with the heat transfer
fluid source 36 and operable to control the temperature of the
heat transfer fluid within a predetermined temperature range.
In some embodiments, a plurality of the temperature control
systems 38 and/or a plurality of the temperature control units
40 may be provided. However, in some embodiments, only
one temperature control unit 40 is used to control the tem-
perature of heat transfer fluid injected into the IBM machine
42. The temperature control unit 40 may provide heat transfer
fluid of a substantially uniform temperature to the desired
portions of the IBM machine 42, as described in detail below.

As illustrated in FIG. 2, the IBM machine 42 may be
configured for injection blow molding a plurality of parisons
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and/or molded articles. The IBM machine 42 may comprise
an indexing head 44, an injection station 46, a blowing station
48, and an ejection station 50. The injection blow molding
process performed with the IBM machine 42 may include
inserting polyolefin resin at the injection station 46 to form
the parisons while simultaneously passing a heat transfer
fluid through heat transfer channels defined within the injec-
tion station 46 to regulate the temperature of the injection
station 46, as described below. The injection blow molding
process may then include actuating the indexing head 44 to
transfer the resulting parisons from the injection station 46 to
the blowing station 48 to be blow molded into molded
articles. Next, the molded articles may be transferred via the
indexing head 44 to the ejection station 50, where the parisons
are then ejected from the IBM machine 42. The injection blow
molding process described herein may be performed repeti-
tively by the IBM machine 42. For example, the method steps
described herein may be repeated at least 100, 1,000, or
10,000 consecutive times.

The indexing head 44 is configured for transferring the
parisons from the injection station 46 to the blowing station
48 and then to the ejection station 50. The indexing head 44
may comprise a face block 52 on one or more outward-facing
sides thereof, one or more core rod retainer plates 56 attached
to the face blocks 52, and one or more core rods 54 attached
to the core rod retainer plates 56. Each of the core rods 54 may
be spaced a distance apart from adjacent core rods 54 and may
be shaped according to a desired interior shape of the parisons
to be formed thereon. In one embodiment of the IBM machine
42, the indexing head 44 may be configured to rotate the core
rods 54 from the injection station 46 to the blowing station 48
and then to the ejection station 50 as directed by an operator
or automated control devices (not shown). For example, the
face blocks 52 may be arranged in a substantially triangular
configuration with core rods 54 protruding from one or more
sides of the triangular configuration, and the indexing head 44
may rotate approximately 120 degrees to move the core rods
54 on one side of the triangular configuration from the injec-
tion station 46 to the blowing station 48. In some embodi-
ments of the injection blow molding system 30, the indexing
head 44 may have core rods 54 protruding from each side,
such that the injection station 46, blowing station 48, and
ejection station 50 may each operate simultaneously on a
different set of parisons or molded articles.

The injection station 46 may be configured for injection
molding the resin into the parisons. Specifically, the injection
blow molding process may comprise injection molding a
resin into a plurality of parisons at the injection station 46. As
depicted in FIG. 1, the injection station may be fluidly
coupled with the resin source 32, the resin feed system 34, the
heat transfer fluid source 36, and the temperature control
system 38 and/or unit 40. The injection station 46 may com-
prise at least a portion of the resin feed system 34, as illus-
trated in FIG. 4. For example, the resin feed system 34 may
comprise or be fluidly coupled with an injection manifold 58
and one or more nozzles 60 positioned and configured for
injecting resin into the one or more parison cavities.

Referring again to FIG. 2, the blowing station 48 may be
configured for blow molding the parisons into the molded
articles and the injection blow molding process may include
the steps of transferring the parisons from the injection station
46 to the blowing station 48 and then blow molding the
parisons formed at the injection station 46 into molded
articles at the blowing station 48.

As shown in FIG. 3B, the blowing station 48 may comprise
an upper die shoe 62, a lower die shoe 64, an upper mold half
66 coupled to the upper die shoe 62, and a lower mold half 68
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coupledto the lower die shoe 64. The upper die shoe 62 and/or
the lower die shoe 64 may be movable toward and away from
each other, moving the blowing station 48 between an open
position and a closed position. For example, the upper die
shoe 62 and its corresponding upper mold half 66 may move
upward and downward on a blowing station guide pin 70 fixed
relative to the lower die shoe 64 and/or the lower mold half 68.

As shown in FIGS. 2 and 3C, the ejection station 50 may
comprise a stripper plate 72 or any other device configured for
pushing, pulling, dumping, or otherwise stripping the pari-
sons off of the core rods 54 once they have been blow molded.
For example, once the indexing head 44 moves the molded
articles from the blowing station 48 to the ejection station 50,
the stripper plate may be inserted adjacent to a top edge of the
necks of the molded articles, between the necks and a center
point of the indexing head 44. Then the stripper plate 72 may
be moved laterally away from the center point of the indexing
head 44, thus stripping the core rods 54 of'the molded articles
resting thereon.

In some embodiments of the IBM machine 42 described
above, a conventional indexing head 44, blowing station 48,
and/or ejection station 50 may be used. However, the injec-
tion station 46 disclosed herein may comprise a multitude of
improvements over prior art injection stations. Referring now
to FIGS. 3a and 4-7, in various embodiments of the IBM
machine 42 described herein, the injection station 46 may
comprise first and second die sets 74,76, a split parison mold
assembly 78 comprising first and second parison mold halves
80,82 coupled to the first and second die sets 74,76 respec-
tively, and a plurality of heat transfer channels 84 (dashed
lines in FIGS. 6 and 7) defined within the die sets 74,76 and/or
the split parison mold assembly 78 for regulating a tempera-
ture of the parison forming surfaces of the split parison mold
assembly 78. The first and second parison mold halves 80,82
may also be referred to herein as first and second mold half
assemblies. When the pair of first and second die sets 74,76 is
shifted from an open position to a closed position, the first and
second parison mold halves may cooperatively define one or
more parison cavities 86. In some embodiments of the injec-
tion station 46, the first and/or second die sets 74,76 may slide
along an injection station guide pin 88 when actuated
between the open and closed positions.

The first and second die sets 74,76 (also referred to herein
asupper and lower die sets of the injection station 46) may be
formed of nickel plate or other die set materials known in the
art. The die sets 74,76 may be shiftable between the open
position and the closed position, as mentioned above. The
injection blow molding process may therefore include a step
of shifting the first and second die sets 74,76 of the injection
molding station 46 from the open position to the closed posi-
tion and from the closed position to the open position. At least
one of the die sets 74,76 may be configured to actuate toward
and away from the other of the die sets 74,76. For example,
the first die set 74 may move toward and away from the
second die set 76 along the injection station guide pin 88.

The first and second parison mold halves 80,82 of the split
parison mold assembly 78 may be directly coupled to the first
and second die sets 74,76 respectively. As used herein, the
term “directly coupled” denotes connection of a first compo-
nent to a second component in a manner such that at least a
portion of the first and second components physically contact
one another. The first parison mold half 80 may have a first
parison cavity surface 90 (FIG. 13) and the second parison
mold half 82 may have a second parison cavity surface 92
(FIG. 13). When the split parison mold assembly 78 is in the
closed position, the first and second parison cavity surfaces
90,92 may define the one or more parison cavities 86 within
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which the resin is received. The resin feed system 34 may be
coupled in fluid-flow communication with the parison cavi-
ties 86 and operable to inject the resin into the parison cavities
86.

The injection blow molding process may include injection
molding a polyolefin resin into a plurality of parisons at the
injection station 46. This injection molding process may com-
prise shifting the split parison mold assembly 78 from the
open position to the closed position, then introducing or
injecting the resin, such as polyolefin resin, into the parison
cavities 86 cooperatively defined by the first and second pari-
son cavity surfaces 90,92 of the split parison mold assembly
78 when the split parison mold assembly 78 is in the closed
position. The resin fills the parison cavities 86 and may
remain thereinuntil it hardens to a point at which it can at least
temporarily hold its shape when the split parison mold assem-
bly 78 is opened. Then the die sets 74,76 may be shifted from
the closed position to the open position and the parisons may
be removed from the parison mold halves 80,82 while the die
sets 74,76 are in the open position.

As perhaps best illustrated in FIGS. 13 and 14, each of the
parison cavity surfaces 90,92 may comprise a body-forming
surface 94,96 for defining the exterior shape of the bodies of
the parisons and a neck-forming surface 98,100 for defining
the exterior shape of the necks of the parisons when the split
parison mold 78 is in the closed position.

In various embodiments of the injection station 46, the split
parison mold assembly 78 may comprise first and second
body mold halves 102,104, first and second neck mold halves
106,108, and first and second interlock insert halves 110,112
coupledto the firstand second die sets 74,76 respectively. The
neck-forming surfaces 98,100 (FIG. 14) may be formed into
the neck mold halves 106,108 and the body-forming surfaces
94,96 may be formed into the body mold halves 102,104,
respectively.

In some embodiments of the injection station 46, the body
mold halves 102,104 are each monolithic components having
aplurality of the parison body-forming surfaces 94,96 formed
therein via a molding or milling manufacturing process. As
used herein, the term “monolithic” means formed of a single
body or member; not of multiple bodies or members fastened
together. The monolithic body mold halves 102,104 may be
configured such that the first body mold half 102 and the
second body mold half 104 cooperatively define the exterior
shape of the bodies of at least two, at least four, or at least six
of'the parisons. In other embodiments of the injection station
46, as described below, the body mold halves 102,104 may
each comprise a plurality first body mold halves 102 and a
plurality of second body mold halves 104 each independently
coupled to one of the die sets 74,76, with each first body mold
half' 102 and each corresponding second body mold half 104
comprising at least one body-forming surface 94,96 formed
therein.

The first and second neck mold halves 106,108 can be
directly coupled to the first and second die sets 74,76 respec-
tively, and are disposed between the first and second body
mold halves 102,104 and the first and second interlock inserts
110,112 respectively.

In some embodiments of the injection station 46, the neck
mold halves 106,108 are each monolithic components having
a plurality of the parison neck-forming surfaces 98,100
formed therein via a molding or milling manufacturing pro-
cess. The monolithic neck mold halves 106,108 may be con-
figured such that the first neck mold half 106 and the second
neck mold half 108 cooperatively define the exterior shape of
the necks of at least two, at least four, or at least six of the
parisons.

10

15

20

25

30

35

40

45

50

55

60

10

In other embodiments of the injection station 46, as
described below, the neck mold halves 106,108 may each
comprise a plurality first neck mold halves 106 and a plurality
of'second neck mold halves 108 each independently coupled
to one of the die sets 74,76, with each first neck mold half 106
and each corresponding second neck mold half 108 compris-
ing at least one neck-forming surface 98,100 formed therein.

The first and second interlock inserts 110,112 (also
referred to herein as interlock insert halves) may be directly
coupled to the first and second die sets 74,76 respectively,
adjacent to the first and second neck mold halves 106,108.
The first and second neck mold halves 106,108 may be dis-
posed between the first and second interlock inserts 110,112
and the first and second body mold halves 102,104 respec-
tively. The interlock insert halves 110,112 along with the first
and second neck mold halves 106,108 may cooperatively
form at least a portion of the heat transfer channels 84, as later
described herein.

The heat transfer channels 84, as illustrated in FIGS. 6-10,
are formed in the die sets 74,76 and/the parison mold halves
80,82 and are configured to receive the heat transfer fluid. For
example, the heat transfer channels 84 may be configured to
receive heat transfer fluid from the heat transfer fluid source
36 and pass the heat transfer fluid from heat transfer channels
84 defined within the first and second die sets 74,76 into heat
transfer channels 84 defined within the first and second pari-
son mold halves 80,82 respectively. Heat transfer fluid may be
passed through the plurality of heat transfer channels 84
defined within the injection station 46 to regulate the tem-
perature of at least a portion of the parison cavity surfaces
90,92.

The heat transter channels 84 may be coupled in fluid-flow
communication with the heat transfer fluid source 36 and the
temperature control system 38. The temperature control sys-
tem 38 may thus control the temperature of the heat transfer
fluid fed into the heat transfer channels 84. In some embodi-
ments of the injection blow molding system 30, there may be
one or more temperature control systems 38 or temperature
control units 40, but only one of the temperature control units
40 may be associated with the injection station 46 and its heat
transfer channels 84. The injection molding process
described herein may therefore further comprise passing the
heat transfer fluid from a single temperature control unit 40
through all the heat transfer channels 84 defined within the
injection station 46. In some embodiments of the injection
blow molding system 30, all of the heat transfer fluid passed
through the heat transfer channels 84 enters the injection
station 46 at substantially the same temperature.

The injection station 46 may define one or more inlets
114,116 for receiving the heat transfer fluid from the tem-
perature control unit 40 and one or more outlets 118,120 for
allowing fluid to flow out of the heat transfer channels. In
some embodiments of the injection blow molding system 30,
the injection station 46 may define no more than two inlets
114,116 for receiving the heat transfer fluid from the tem-
perature control unit 40 the heat transfer fluid from the tem-
perature control unit 40 into the heat transfer channels 84. For
example, each of the first and second die sets 74,76 may
comprise only one inlet 114,116, respectively, for receiving
fluid to be passed through all of the heat transfer channels 84
defined with that die set and associated parison mold half.

As noted above, at least a portion of the heat transfer
channels 84 may be defined within the first and second die
sets 74,76. Furthermore, at least a portion of the heat transfer
channels 84 may be defined within the first and second pari-
son mold halves 80,82. For example, at least a portion of the
heat transter channels 84 may be defined within the first and
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second neck mold halves 106,108 of the first and second
parison mold halves 80,82. The heat transfer channels 84
defined within the first and second parison mold halves 80,82
may be connected in fluid-flow communication with at least a
portion of the heat transfer fluid channels 84 defined within
the first and second die sets 74,76. For example, heat transfer
fluid can be supplied to heat transfer channels 84 defined
within the first and second parison mold halves 80,82 by heat
transfer channels 84 defined within the first and second die
sets 74,76 respectively.

As perhaps best illustrated in FIG. 8, all of the heat transfer
channels 84 defined within the first die set 74 may be con-
nected in serial fluid-flow communication, and all of the heat
transfer channels 84 defined within the second die set 76 may
be connected in serial fluid-flow communication. As used
herein, “serial fluid-flow communication” denotes the con-
nection of multiple fluid carrying bodies or channels in a
manner such that fluid flows sequentially through the mul-
tiple bodies or channels. The heat transfer channels 84
defined within each of the first and second die sets 74,76 may
comprise a plurality of spaced-apart, substantially linear
channels 122. In some embodiments of the injection station
46, each of the die sets may comprise a minimum of 2, 3, or 4
of the linear channels 122 and a maximum of 40, 20, or 8 of
the linear channels 122. Each of the linear channels 122 may
have a length of at least 6, 12, or 16 inches and/or not more
than 60, 48, or 36 inches. Furthermore, the linear channels
122 may extend substantially parallel to one another. The
average lateral spacing between adjacent ones of the linear
channels 122 may be at least 0.5, 0.75, 1.0, or 1.25 inches
and/or not more than 8, 6, 4, or 2 inches. Furthermore, the
average diameter of the linear channels 122 in the die sets
74,76 may be at least 0.05, 0.15, or 0.25 inches and/or not
more than 3.0, 1.5, or 0.75 inches.

As mentioned above, the linear channels 122 may be
coupled in serial fluid-flow communication with one another.
For example, one or more crossing heat transfer channels 124
may be positioned proximate one or more ends of the linear
channels 122 and may provide fluid communication between
adjacent ones of the linear channels 122. For example, the
linear channels 122 and the crossing channels 124 may coop-
eratively define heat transfer channels that snake back and
forth laterally across each of the die sets 74,76. For example,
the heat transfer fluid may travel in a first direction through a
first one of the linear channels 122, enter a first one of the
crossing channels 124 or a first portion of one of the crossing
channels 124, and then flow in a second, opposite direction
through a second one of the linear channels 122. In some
embodiments of the injection station 46, plugs 126 may be
strategically placed throughout the linear channels 122 and/or
the crossing channels 124, thereby directing the flow of the
heat transfer fluid, as illustrated in FIG. 8. Furthermore, the
plugs 126 may also be placed at or into each end of the linear
and crossing channels 122,124 to prevent heat transfer fluid
from entering or exiting at any locations other than the inlets
114,116 and outlets 118,120.

At least a portion of the heat transfer channels 84 defined
within the die sets 74,76 connect the heat transfer channels 84
defined within the parison mold halves 80,82 in serial fluid-
flow communication with one another. As illustrated in FIG.
10, the parison mold halves 80,82 may each define at leasttwo
spaced-apart heat transfer channels, referred to herein as
mold half channels 128. The mold half channels 128 may be
formed in the body mold halves 102,104 and/or the neck mold
halves 106,108, as later described herein. Specifically, the
first and second die sets 74,76 may each comprise at least one
connecting heat transfer channel or one connecting portion of
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one of the linear channels that provides fluid communication
between the mold half channels 128. For example, the mold
half channels 128 may each have an inlet end 130 and an
outlet end 132 in fluid communication with at least one of the
linear channels 122 in the die sets. The linear channel 122
may have one of the plugs 126 placed therein between the
inlet end 130 and the outlet end 132 of one of the mold half
channels 128 to redirect the heat transfer fluid into that mold
half channel 128. The space between adjacent ones of the
plugs 126 within the linear channels 122 in fluid communi-
cation with the mold half channels 128 may be referred to
herein as a connecting portion or a connecting heat transfer
channel 134, because it fluidly connects the outlet end 130 of
one mold half channel 128 with the inlet end 132 of another
mold half channel 128, as illustrated in FIG. 10.

The inlet end 130 and the outlet end 132 of the mold half
channels 128 may each be fluidly connected with the at least
one of the linear channels 122 via extension channels 136. In
some embodiments of the injection station 46, the extension
channels 136 may extend downward from and substantially
perpendicular to at least one of the linear channels 122.

In some embodiments of the injection station 46, the total
volume of the heat transfer channels 84 may be atleast 10, 20,
or 40 cubic inches and/or not more than 500, 250, or 100 cubic
inches. Additionally, the total volume of the heat transfer
channels 84 defined within the first and second die sets 74,76
may be at least 5, 15 or 30 cubic inches and/or not more than
400, 200, or 80 cubic inches. The total volume of the heat
transfer channels 84 defined within the first and second pari-
son mold halves 80,82 may be at least 1, 3, or 5 cubic inches
and/or not more than 100, 50, or 20 cubic inches. The total
volume of the heat transfer channels 84 defined within the
first and second body mold halves 102,104 may be less than
30, 15, or 5 cubic inches, and the total volume of the heat
transfer channels 84 defined within the first and second neck
mold halves 106,108 may be at least 1, 3, or 5 cubic inches
and/or not more than 100, 50, or 20 cubic inches.

The ratio of the total volume of the heat transfer channels
84 defined within the die sets 74,76 to the total volume of heat
transfer channels 84 defined in the split parison mold assem-
bly 78 may be atleast 1:1, 2.5:1, or 3.5:1 and/or not more than
20:1, 12:1, or 8:1. The ratio of the total volume of the heat
transfer channels 84 defined within the die sets 74,76 to the
total volume of heat transfer channels 84 defined in the body
mold halves 102,104 may be at. least 1:1. Thus, less than 50,
30, 25, 15, or 10 percent of the total volume of the heat
transfer channels 84 in the injection station 46 may be defined
within the body mold halves 102,104. For example, in some
embodiments of the injection station 46 none of the heat
transfer channels 84 are defined within the body mold halves
102,104. In various embodiments of the injection station 46,
at least 50, 60, or 70 percent of the total volume of the heat
transfer channels 84 is located in heat transfer channels that
are spaced more than 1, 3, or 5 inches from the parison cavity
surfaces 90,92.

In some embodiments of the injection station 46, at least
20, 30, 50, or 70 percent and/or not more than 98, 95, or 90
percent of the total volume of the heat transfer channels 84 is
defined within the die sets 74,76. In some embodiments of the
injection station 46, atleast 2, 5, or 10 percent and/or not more
than 80, 50, or 30 percent of the total volume of the heat
transfer channels 84 is defined within the split parison mold
assembly 78. In some embodiments of the injection station
46, at least 2, 5, or 10 percent and/or not more than 80, 50, or
30 percent of the total volume of the heat transfer channels 84
may be defined within the neck mold halves 106,108.
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It may be desirable for the body-forming surfaces 94,96 of
the parison molds 80,82 to stay within target temperature
ranges during the injection molding process. In some embodi-
ments of the injection station 46, the target surface tempera-
ture of the body-forming surfaces (i.e., the target body surface
temperature) may be at least 190, 200, or 205° F. and/or not
more than 230, 220, or 215° F.

During the injection molding, while the resin is received in
the parison cavities 86, the surface temperature of at least 70,
80, or 90 percent of the total surface area of the body-forming
surfaces 94,96 of the split parison mold assembly 78 may be
maintained at or within 20, 10, or 5° F. of the target body
surface temperature. For example, a target body surface tem-
perature may be 210° F., and during the injection molding, the
temperature of at least 90 percent of the total surface area of
the body-forming surfaces 94,96 may be maintained between
205 and 215° F.

During the injection molding, the temperature of at least
70, 80, or 90 percent of the total surface area of the neck-
forming surfaces 98,100 may be maintained within 20, 10, or
5° F. of a target neck surface temperature. For example, the
temperature of at least 70, 80, or 90 percent of the total surface
area of the neck-forming surfaces 98,100 may be maintained
within a range having a minimum of 50 or 75° F. and a
maximum of 150 or 175° F. In some embodiments of the
injection station 46, the target neck surface temperature may
be at least 10, 25, or 50° F. less than the target body surface
temperature. For example, if the target neck surface tempera-
tureis inthe range of 50 to 175° F. then the target body surface
temperature may be in the range of 190 to 230° F. In one
example embodiment of the injection station 46, the target
body surface temperature may be 210° F., and the target neck
surface temperature may be at least 25° F. less than the target
body surface temperature.

In some embodiments of the injection station 46, at least
75, 90, or 100 volume percent of the heat transfer fluid intro-
duced into the heat transfer channels 84 is introduced at an
inlet temperature that is at or within 20, 10, or 5° F. of a target
inlet temperature. The target inlet temperature may be at least
40, 50, or 60° F. and/or not more than 150, 100, or 90° F. The
temperature of the heat transfer fluid may be controlled in a
single temperature control unit 40 (e.g., thermolator) prior to
introducing the heat transfer fluid into the heat transfer chan-
nels 84.

In certain embodiments, the neck mold halves 106,108
may be coupled to the die sets 74,76 independently of the
body mold halves 102,104. A first insulating gap 138 may be
defined between at least a portion of the first body mold half
102 and the first neck mold half 106, and a second insulating
gap 140 may be defined between at least a portion of the
second body mold half 104 and the second neck mold half
108.

As noted above, at least a portion of the heat transfer
channels 84 may be defined within the first and second neck
mold halves 106,108. For example, at least some of the
spaced-apart heat transfer channels or mold half channels 128
may be partially or entirely defined within the first and second
neck mold halves 106,108. In some embodiments of the injec-
tion station 46, at least a portion of the heat transfer channels
84 defined within the first and second neck mold halves
106,108 may be spaced at least 0.05, 0.1, or 0.15 inches
and/or not more than 2, 1, or 0.5 inches from the neck-
forming surfaces 98,100. In some embodiments of the injec-
tion station 46, all of the heat transfer channels 84 that are
spaced less than 1 inch from the first and second parison
cavity surfaces 90,92 are defined within the neck mold halves
106,108.
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Theheat transfer channels 84 defined in the first and second
neck mold halves 106,108 may include a plurality of con-
toured channels 142 associated with the neck-forming sur-
faces 98,100. As perhaps best shown in FIG. 15, the curvature
of the contoured channels 142 may substantially correspond
to the curvature of the necks of the parisons to be foamed at
the injection station 46. Specifically, the contoured heat trans-
fer channels 142 may include an inner face 144 having a shape
that substantially corresponds to the shape of the neck-form-
ing surface 98,100 with which it is associated.

As illustrated in FIGS. 14 and 15, the curvature of each of
the contoured heat transfer channels 142 may be substantially
concentric with the curvature of the neck of the parison with
which it is associated and the neck-forming surface 98,100
with which it is associated. The inner face 144 of the con-
toured heat transfer channel 142 may have an arcuate shape.
The inner face 144 of the contoured heat transfer channel 142
may also be spaced from the neck-forming surface 98,100
with which it is associated by a distance S (as illustrated in
FIG. 15), which may be at least 0.05, 0.1, or 0.15 inches
and/or not more than 2, 1, or 0.5 inches. The inner face 144 of
the contoured heat transfer channel 142 may have a radius of
curvature r, thatis atleast 0.25, 0.5, 0.75, or 1 inch and/or not
more than 5, 3, or 2. Furthermore, the inner face 144 of the
contoured heat transfer channel 142 may extend through an
angle 0 (as illustrated in FIG. 15) that is at least 90, 120, or 140
degrees and/or not more than 175 or 180 degrees. The radius
of the neck-forming surface 98,100 is denoted by r, in FIG.
15. The length of each of the contoured channels 142 may be
atleast 1, 1.25, or 1.5 inches and/or not more than 10, 8, or 5
inches.

At least one of the contoured channels 142 may be located
between and fluidly connected to a supply channel 146 and a
return channel 148, with the supply channel 146 extending to
the inlet end 130 and the return channel 148 extending to the
outlet end 132 of the mold half channels 128. The supply and
return channels 146,148 may extend from the contoured heat
transfer channel 142 in a direction that is generally away from
the neck-forming surface 98,100 with which the contoured
heat transfer channel 142 is associated. The supply and return
channels 146,148 maybe substantially linear and/or parallel
with each other and connected to generally opposite ends of
the contoured heat transfer channel 142. The supply and
return channels 146,148 may also be substantially perpen-
dicular relative to the linear channels 122 in the die sets 74,76.

In some embodiments of the injection station 46, the first
and second interlock inserts 110,112 may be disposed adja-
cent the first and second neck mold halves 106,108 respec-
tively, such that at least a portion of the contoured channels
142 are cooperatively defined by the interlock inserts 110,112
and the neck mold halves 106,108, as illustrated in FIGS.
13-14. For example, the contoured channels 142 may be
milled into a front face of the neck mold halves 106,108, and
then the first and second interlock inserts 110,112 may be
attached to the front face of the first and second neck mold
halves 106,108 respectively, thereby cooperatively forming
the contoured channels 142.

An interlock seal 150 may be placed around a periphery of
each of the contoured channels 142 at the front face of the
neck mold halves 106,108, such that the interlock seal 150 is
disposed between the neck mold halves 106,108 and their
corresponding interlock inserts 110,112. The interlock seal
150 may be a gasket, sealant, or any other sealing device
configured to prevent heat transfer fluid from leaking between
the front face of the neck mold halves 106,108 and the inter-
lock inserts 110,112.
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As shown in FIG. 9, the injection station 46 may further
comprise a plurality of first and second sealing members
152,154. The first and second sealing members may be gas-
kets, sealant, or any other sealing device configured to prevent
heat transfer fluid from leaking between the inlet ends 130
and outlet ends 132 of the mold half channels 128 and the
extension channels 136 fluidly connecting the linear channels
122 with the mold half channels 128. Each of the first sealing
members 152 may be disposed between the first die set 74 and
the first parison mold half 80 proximate a location where one
of the heat transfer channels 84 of the first die set 74 connects
in fluid-flow communication with one of the heat transfer
channels 84 in the first parison mold half 80. Each of the
second sealing members 154 may be disposed between the
second die set 76 and the second parison mold half 82 proxi-
mate a location where one of the heat transfer channels 84 in
the second die set 76 connects in fluid-flow communication
with one of the heat transfer channels 84 defined in the second
parison mold half 82.

Each component of the split parison mold assembly 78
may be directly attached to its corresponding die set 74,76. In
some embodiments of the injection station 46, various com-
ponents may be independently attached to the die sets 74,76.
Specifically, the first and second body mold halves 102,104,
first and second neck mold halves 106,108, and first and
second interlock insert halves 110,112 may each be directly
and independently coupled to the first or second die sets
74,76, respectively. Therefore, the body mold halves 102,
104, neck mold halves 106,108, and interlock insert halves
110,112 may each be independently disconnected from the
die sets 74,76 without removing any of the other components.

As illustrated in FIGS. 16-19, a plurality of male threaded
members may couple the first and second interlock inserts,
neck mold halves, and body mold halves to one another
and/or to the first and second die sets, respectively. For
example, the first and second monolithic neck mold halves
may be directly coupled to the first and second die sets respec-
tively, and the first and second body mold halves may be
directly coupled to the first and second die sets respectively.
The coupling of these components may be accomplished
using a plurality of mechanical fasteners 156.

For example, in the embodiments illustrated in FIGS.
16-19, the mechanical fasteners 156 comprise a plurality of
vertically-extending male threaded members extending
through the first and second die sets 74,76 and into either one
of'the interlock insert halves 110,112 or one of the body mold
halves 102,104. In FIGS. 16-19, the mechanical fasteners 156
also include a plurality of horizontally-extending male
threaded members extending through the first or second inter-
lock insert halves 110,112, then through the first or second
neck mold halves 106,108, respectively, and into the first or
second body mold halves 102,104 respectively.

FIGS. 4-19 illustrate an injection station 46 with the first
and a second parison mold halves 80,82, each comprising one
monolithic body mold half, one monolithic neck mold half,
and one monolithic interlocking insert half. However, in alter-
native embodiments illustrated in FIGS. 20-23, a plurality of
first individual mold halves 158 and a plurality of second
individual mold halves 160 are each independently attached
to their respective die sets 74,76 in a spaced-apart configura-
tion. As used herein, the term “independently coupled”
denotes connection of a first component to a second compo-
nent in a manner such that disconnection and removal of the
first component from the second component does not require
disconnection of any fasteners other than the fasteners that
contact and connect both the first or second components.
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In this configuration, each of the first individual mold
halves 158 has a corresponding one of the second individual
mold halves 160 with which it cooperates to define a single
one of the parison cavities 86. In certain embodiments, each
of the first individual mold halves 158 are horizontally-
spaced from one another to thereby form first gaps 174 ther-
ebetween, and each of the second individual mold halves 160
are horizontally-spaced from one another to thereby form
second gaps 176 therebetween.

Advantageously, no horizontally-extending fasteners are
used or required to couple the first individual mold halves 158
to one another or to couple the second individual mold halves
160 to one another, since they are each independently
attached to their respective die sets 74,76. Specifically, each
of'the first individual mold halves 158 may be coupled to the
first die set 74 by one or more vertically-extending mounting
fasteners 156, and each of the second individual mold halves
160 may be coupled to the second die set 76 by one or more
vertically-extending mounting fasteners 156. The vertically-
extending mounting fasteners may each include a male
threaded portion. In this embodiment of the injection station
46, vertically-extending mounting fasteners may be the only
means used to couple the first and second individual mold
halves 158,160 to the first and second die sets 74,76, respec-
tively.

The plurality of first and second mold halves 158,160 may
each comprise a first and second individual body mold half
162,164, a first and second individual neck mold half 166,
168, and a first and second individual interlocking insert half
170,172 respectively. Specifically, the first and second body
mold halves 102,104 may each comprise a plurality of first
and second individual body mold halves 162,164, each
directly and independently coupled to the first or second die
set 74,76 respectively and each configured to define at least a
portion of the exterior shape of the body of only one of the
parisons. Furthermore, the first and second neck mold halves
106,108 may each comprise a plurality of first and second
individual neck mold halves 166,168, cach directly and inde-
pendently coupled to the first or second die set 74,76 respec-
tively and each configured to define at least a portion of the
exterior shape of the neck of only one of the parisons. Also,
the first and second interlocking insert halves 110,112 may
each comprise a plurality of first and second individual inter-
locking insert halves 170,172 each directly and indepen-
dently coupled to the first or second die set 74,76 respectively.
The individual body mold halves 162,164 may each be spaced
apart from one another, the individual neck mold halves 166,
168 may each be spaced apart from one another, and/or the
individual interlocking insert halves 170,172 may each be
spaced apart from one another.

Each of the first individual body mold halves 162 may have
a corresponding second individual body mold half 164, and
each of'the first individual neck mold halves 166 may have a
corresponding second neck mold half 168. Each pair of cor-
responding first and second individual body mold halves 162,
164 may cooperatively defines the exterior shape of the body
of'one of the parisons, and each pair of corresponding first and
second individual neck mold halves 166,168 may coopera-
tively define the exterior shape of the neck of one of the
parisons. In some embodiments, the split parison mold of the
injection station 46 may comprise at least two, four, or six of
the first individual body mold halves 162,164 and at least two,
four, or six of the second individual body mold halves 166,
168.

The individual first and second neck mold halves 166,168
may each have one of the mold half channels 128 formed
therein and in fluid-flow communication with the heat trans-
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fer channels 84 in the first or second die set 74,76. For
example, heat transter fluid may flow from a first mold half
channel in one individual first neck mold half to a second
mold half channel in an adjacent individual first neck mold
half'via a connecting portion of one of the linear channels 122
or via one of the connecting heat transfer channels 134 in the
first die set 74.

The injection molding process performed with the injec-
tion station 46 embodiment illustrated in FIGS. 20-23 is
identical to the process performed with embodiments having
primarily monolithic components, as in FIGS. 4-19. For
example, the injection molding process may comprise mov-
ing the split parison mold assembly 78 from the open to the
closed position, with the core rods 54 disposed within the
parison cavities 86, then injecting resin into the plurality of
parison cavities 86. Simultaneously, the heat transfer fluid
may be passed through the heat transfer channels 84 through-
out the injection station 46.

In some alternative embodiments of the injection station
46, at least some components of the first and second parison
mold halves 80,82 may be monolithic while other compo-
nents are comprised of a plurality of individual components.
For example, the first and second body mold halves 102,104
may each be monolithic components while the first and sec-
ond neck mold halves 106,108 may comprise a plurality of
first individual neck mold halves 166 and a plurality of second
individual neck mold halves 168.

In split parison mold configurations described above where
at least some of the components of the split parison mold
assembly 78 are independently coupled with the die sets
74,76 and are not directly coupled with each other, the IBM
machine 42 may be reconfigured to produce different shapes
and sizes of parisons and/or molded articles. For example, in
an injection blow molding process, a first group of parisons
may be injection molded at the injection station 46 using a
first split parison mold assembly to define the exterior shape
of'the first group of parisons. The first group of parisons may
then be blow molded into a first group of molded articles at the
blowing station 48. Next, at least one component of the first
split parison mold assembly may be replaced with another
component, thus creating a second split parison mold assem-
bly attached to the die sets. Then a second group of parisons
may be injection molded at the injection station 46 using the
second split parison mold assembly to define the exterior
shape of the second group of parisons. The second group of
parisons may then be blow molded into a second group of
molded articles at the blowing station 48. The first and second
groups of parisons may have different exterior shapes.

In some embodiments, the same blowing station 48 may be
used to blow mold both the first and second groups of parisons
into the first and second groups of molded articles respec-
tively. Alternatively, the step of blow molding the first group
of parisons may utilize a first blow mold assembly, such as a
first upper mold half and a first lower mold half, to define the
external shape of the first group of molded articles. Then the
injection blow molding process may further comprise replac-
ing the first blow mold assembly or the first upper and lower
mold halves, with a second blow mold assembly, such as a
second upper mold half and a second lower mold half. The
second blow mold assembly may have a substantially differ-
ent configuration than the first blow mold assembly. The step
of blow molding the second group of parisons may thus
utilize the second blow mold assembly, or second upper and
lower mold halves, to define the external shape of the second
group of molded articles. The first and second groups of
molded articles have substantially different configurations.
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As described above, the injection molding of the first and
second groups of parisons may include passing heat transfer
fluid through the heat transfer channels 84 defined within the
injection station 46. The temperature of the heat transfer fluid
introduced into the injection station 46 may be substantially
the same during the injection molding of the first group of
parisons and the second group of parisons.

This method of exchanging components of the split parison
mold assembly 78 may be particularly useful in an initial
design ofthe split parison mold and/or the blowing station 48.
For example, if the first group of molded articles exhibits at
least one undesirable characteristic, the second parison mold
assembly may be configured to eliminate the undesirable
characteristic in the second group of molded articles. Then
the second parson mold assembly may replace the first pari-
son mold assembly on the die sets 74,76. The undesirable
characteristic may include excessive wall thickness, inad-
equate wall thickness, and/or non-uniform wall thickness.

The exchangeable first and second parison mold assem-
blies may present respective first and second parison neck-
forming surfaces for defining the external shape of the necks
of the parisons in the first and second groups of parisons
respectively. Furthermore, the first and second parison mold
assemblies may present respective first and second parison
body-forming surfaces for defining the external shape of the
bodies of the parisons in the first and second groups of pari-
sons respectively.

During the injection molding of each of the first and second
groups of parisons, the surface temperature of at least 70
percent of the total surface area of the first and second parison
body-forming surfaces is maintain at a temperature within
20° F. of the target body surface temperature. For example,
the target body surface temperature may be 210° F., or may be
in any of the ranges disclosed herein for the target body
surface temperature. In one embodiment, during the injection
molding of each ofthe first and second groups of parisons, the
surface temperature of at least 90 percent of the total surface
area of the first and second parison body-forming surfaces
may be maintained in the range 0f 205 to 215° F. Furthermore,
during the injection molding of each of the first and second
groups of parisons, the temperature of at least 90 percent of
the total surface area of the parison neck-forming surfaces
may be maintained between 75 and 150° F.

FIGS. 24-27 provide details of an injection station 46 con-
figured in accordance with a third embodiment of the present
invention. In the injection station 46 of FIGS. 24-27, the split
parison mold assembly 210 includes a series of multi-cavity
split mold blocks, each defining a plurality of parison cavities.
As shown in FIG. 25 each multi-cavity split mold half block
212 or 214 can have one or more heat transfer channels 216
extending through the mold block adjacent the parison-form-
ing surfaces 218. This is in contrast the embodiments
depicted in FIGS. 4-23, which do not employ heat transfer
channels in the parison molds adjacent the body-forming
surface of the parison cavity.

Each of the interior multi-cavity split mold half' blocks 212,
214 depicted in FIG. 24 is independently coupled to the upper
or lower die set 74, 76 using four bolts 220 and two dowels
222. A gap is provided between adjacent mold halfblocks 212
or 214 to allow for thermal expansion. The gap is also sized to
permit an o-ring seal to be inserted between the mold half
blocks 212 or 214 during assembly, so that the heat transfer
channels of adjacent blocks communicate with one another
without leakage. The flexibility of the seal allows for thermal
expansion of the blocks 212, 214 without leakage of heat
transfer fluid.
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As shown in FIGS. 24 and 27, an end plate 224, 225 is
provided at the end of the series of upper and lower parison
mold halves 212, 214. The end plates 224, 225 are equipped
with heat transfer fluid connections 226 for circulating heat
transfer fluid through the split parison molds. As depicted in
FIG. 27, ahorizontally-extending bolt 228 connects each end
plate 224, 225 with an adjacent single-cavity mold half 230,
232 and an outer multi-cavity mold half block 212, 214,
thereby securing them to one another. Therefore, the outer
multi-cavity mold half blocks 212, 214 and the single-cavity
mold halves 230, 232 are not independently connected to the
die sets 74, 76, but require disconnection of the horizontally
extending bolts 228 in order to be disconnected from the die
sets 74, 76.

In certain embodiments of the present inventions there is
provided a split parison mold assembly 210 configured for
connection to upper and lower die sets 74, 76 of an injection
blow molding system. The split parison mold assembly 210
comprises a plurality of pairs of upper and lower multi-cavity
parison mold half blocks 212, 214. Each pair of the mold half
blocks 212, 214 is configured to cooperatively define a plu-
rality of parison forming cavities. At least two adjacent lower
multi-cavity mold half blocks 214 are spaced apart from one
another and at least two adjacent upper multi-cavity mold half
blocks 212 are spaced apart from one another.

In certain embodiments, each of the upper and lower mold
half'blocks 212, 214 defines at least one heat transfer channel
216 extending therethrough.

In certain embodiments, the split mold assembly 210 fur-
ther comprising at least one flexible lower seal disposed in the
space between the at least two adjacent lower multi-cavity
mold half'blocks 214, further comprising at least one flexible
upper seal disposed in the space between the at least two
adjacent upper multi-cavity mold half blocks 212. In certain
embodiments, the lower seals provide fluid flow communica-
tion between the heat transfer channels 216 of the at least two
adjacent lower multi-cavity mold half blocks 214 and the
upper seals provide fluid flow communication between the
heat transfer channels 216 of the at least two adjacent upper
multi-cavity mold half blocks 214. In certain embodiments,
the lower and upper seals are O-ring seals. In certain embodi-
ments, at least one of the lower multi-cavity mold half blocks
214 is configured for independent connection to the lower die
set 76 by one or more vertically-extending lower fasteners
220, 222 and at least one of the upper multi-cavity mold half
blocks 212 is configured for independent connection to the
upper die set 74 by one or more vertically extending upper
fasteners 220, 222.

In certain embodiments, each of the upper and lower mold
haltf'blocks 212, 214 includes a plurality of vertically-extend-
ing bores configured to receive vertically-extending die set
fasteners 220, 222. In certain embodiments, the vertically-
extending bores include a plurality of threaded bores for
receiving threaded bolts 220 and a plurality of unthreaded
bores for receiving unthreaded dowels 222. In certain
embodiments, wherein each of the upper and lower mold half
blocks 212, 214 comprises four of the threaded bores and two
of the unthreaded bores.

In certain embodiments, the split mold assembly 210 fur-
ther comprising two or more pair of upper and lower single-
cavity mold halves 230, 232. Each pair of upper and lower
single-cavity mold halves 230, 232 cooperatively defines one
parison cavity. In certain embodiments, all of the upper multi-
cavity mold half blocks 212 are positioned between two of the
upper single-cavity mold halves 230 and all of the lower
multi-cavity mold half blocks 214 are positioned between two
of the lower single-cavity mold halves 232. In certain
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embodiments, the upper multi-cavity mold half blocks 212
include two outer upper multi-cavity mold half blocks 212
each positioned adjacent one of the upper single-cavity mold
halves 230 and the lower multi-cavity mold half blocks 214
include two outer lower multi-cavity mold half blocks 214
each positioned adjacent one of the lower single-cavity mold
halves 232. The split parison mold 210 further comprises a
plurality of horizontally-extending fasteners 228 for coupling
each of the outer multi-cavity mold half blocks 212, 214 to
respective adjacent single-cavity mold halves 230, 232.

In certain embodiments, the split parison mold 210 further
comprises a plurality of upper and lower end plates 224, 225,
each coupled to one of the single-cavity mold halves via one
or more of the horizontally-extending fasteners. In certain
embodiments, the split parison mold 210 further comprises at
least one heat transfer fluid connection 226 coupled to each
end plate 224, 225.

In certain embodiments, each pair of the mold half blocks
212,214 and 230, 232 is configured to cooperatively define at
least 2,3, or 4 and/or not more than 10, 8, or 6 parison forming
cavities.

In certain embodiments, the split parison mold 210 com-
prises at least 2, 4, 6, or 8 and/or not more than 40, 20, 16, or
12 pair of the upper and lower mold half blocks 212, 214 and
230, 232.

In certain embodiments, the split parison mold 210 com-
prises least 10, 15, 20, 25, or 30 and/or not more than 100, 75,
50, or 40 parison forming cavities.

In certain embodiments, the at least two adjacent lower
multi-cavity mold half blocks 214 are spaced from one
another by a distance of at least 0.001, 0.005, or 0.0075 inch
and/or notmore than 0.5, 0.1, 0.05, 0.02, or 0.015 inch and the
atleast two adjacent upper multi-cavity mold have blocks 212
are spaced from one another by a distance of at least 0.001,
0.005, or 0.0075 inch and/or not more than 0.5, 0.1, 0.05,
0.02, or 0.015 inch.

In certain embodiments, no heat transfer channels are
located in the die sets 74, 76.

In certain embodiments of the present invention there is
provided a split parison mold assembly 210 configured for
connection to upper and lower die sets 74, 76 of an injection
blow molding system. The split parison mold assembly 210
comprises a plurality of pairs of upper and lower multi-cavity
parison mold half blocks 212, 214. Each pair of the mold half
blocks 212, 214 are configured to cooperatively define a
plurality of parison forming cavities. At least two of the lower
multi-cavity mold half blocks 214 are configured for inde-
pendent connection to the lower die set 76 by one or more
vertically extending lower fasteners 220, 222. At least two of
the upper multi-cavity mold half blocks 212 are configured
for independent connection to the upper die set 74, 76 by one
or more vertically extending upper fasteners 220, 222.

In certain embodiments of the present invention there is
provided an injection blow molding system for injection
molding a resin into a plurality of parisons and blow molding
the parisons into a plurality of molded articles. The injection
blow molding system comprises an injection station 46 for
injection molding the resin into the parisons, a blowing sta-
tion 48 for blow molding the parisons into the molded articles,
and an indexing head 44 for transferring the parisons from the
injection station 46 to the blowing station 48. The injection
station 46 comprises upper and lower die sets 74, 76 shiftable
between an open position and a closed position. The injection
station 46 further comprises a plurality of upper multi-cavity
parison mold half blocks 212 coupled to the upper die set 74
and spaced apart from one another. The injection station 46
further comprises a plurality of lower multi-cavity parison
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mold half blocks 214 coupled to the lower die set 76 and
spaced apart from one another. Each of the upper multi-cavity
parison mold half blocks 212 has a corresponding lower
multi-cavity parison mold half block 214. Each pair of cor-
responding upper and lower mold half blocks 212, 214 coop-
eratively defines the exterior shape of the bodies of at least
two of the parisons.

In certain embodiments of the present invention there is
provided an injection blow molding system for injection
molding a resin into a plurality of parisons and blow molding
the parisons into a plurality of molded articles. The injection
blow molding system comprises an injection station 46 for
injection molding the resin into the parisons, a blowing sta-
tion 48 for blow molding the parisons into the molded articles,
and an indexing head 44 for transferring the parisons from the
injection station 46 to the blowing station 48. The injection
station 46 comprises upper and lower die sets 74, 76 shiftable
between an open position and a closed position. The injection
station 46 further comprises a plurality of upper multi-cavity
parison mold half blocks 212 independently coupled to the
upper die set 74. The injection station 46 further comprises a
plurality of lower multi-cavity parison mold half blocks 214
independently coupled to the lower die set 76. Each of the
upper multi-cavity parison mold half blocks 212 has a corre-
sponding lower multi-cavity parison mold half block 214.
Each pair of corresponding upper and lower mold halve
blocks 212, 214 cooperatively defines the exterior shape of
the bodies of at least two of the parisons.

In certain embodiments of the present invention there is
provided an injection blow molding process comprising: (a)
injection molding a resin into a plurality of parisons at an
injection station 46, wherein the injection molding
includes—(i) shifting upper and lower die sets 74, 76 of the
injection molding station 46 from an open positionto a closed
position, (ii) injecting the resin into a plurality of parison
cavities cooperatively defined by upper and lower mold half
assemblies 212 and 230 coupled to the upper and lower die
sets 74, 76 respectively, wherein the upper mold half assem-
bly comprises a plurality of upper mold half blocks 212
independently coupled to the upper die set 74, wherein the
lower mold half assembly comprises a plurality of lower mold
halt'blocks 214 independently coupled to the lower die set 76,
wherein each of the upper mold half blocks 212 has a corre-
sponding lower mold half block 214 for cooperatively defin-
ing the exterior shape of the bodies of at least two one of the
parisons; (b) transferring the parisons from the injection sta-
tion 46 to a blowing station 48; and c) blow molding the
parisons into molded articles at the blowing station 48.

FIGS. 28-37 show the injection station 46 configured in
accordance with another embodiment of the invention that is
closely similar in many respects to the embodiment of FIGS.
24-27 but also differs in certain details. In FIGS. 28-37 the
split parison mold assembly 250 has a line of upper mold half
blocks 252 secured to the upper die set 74 (not shown in FIGS.
28-37) and a line of lower mold half blocks 254 secured to the
lower die set 76. All of the upper mold half blocks 252 are
configured to be each independently secured to upper die set
74, and all ofthe lower mold half blocks 254 are configured to
be each independently secured to lower die set 76.

At least certain of the upper mold half blocks 252 are
multi-cavity mold half blocks 2524 and a corresponding cer-
tain of the lower mold half blocks 254 are multi-cavity mold
half blocks 254a. In the illustrated embodiment, all of the
blocks in the line of upper blocks 252 comprise multi-cavity
blocks 252a, except for a pair of single-cavity mold half
blocks 2525 at opposite ends of the line of upper blocks 252.
Similarly, all of the blocks in the line of lower blocks 254 are
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multi-cavity blocks 254a, except for a pair of single-cavity
blocks 2545 at opposite ends of the line of lower blocks 254.
Depending upon the number of mold cavities desired for a
particular set of tooling, however, this arrangement can vary
widely. For example, all of the upper and lower mold half
blocks 252, 254 could be multi-cavity, or all could be single-
cavity. Within each line, multi-cavity blocks could be inter-
spersed with single-cavity blocks, or the number of cavities in
adjacent multi-cavity blocks could differ. In the illustrated
embodiment, each cooperating pair of upper and lower multi-
cavity blocks 252a, 2544 happens to be configured to present
a total of four side-by-side parison cavities when die sets 74,
76 are in the closed position. Of course, each cooperating pair
of upper and lower single-cavity blocks 2525, 2545 is con-
figured to present one single parison cavity when die sets 74,
76 are in the closed position. Thus, in the particular illustrated
embodiment, there are thirty-eight cavities in total.

The concept of independently securing each mold half
block 252a, 2525 and 254a, 254510 its respective die set 74 or
76 allows all of the mold half blocks 252 or 254 in each line
to be slightly spaced from one another, if desired. Even if the
endmost mold half blocks in each line are single-cavity mold
half blocks such as blocks 25256 and 2545 in the illustrated
embodiment, it is still preferred that such endmost single-
cavity blocks 2525 and 2545 be spaced slightly from their
next adjacent multi-cavity blocks 252a and 254a. A gap in the
range of 0.001 to 0.0075 inch is preferred. In some embodi-
ments, a gap of not more than 0.5 to 0.015 is acceptable. F1G.
37 shows typical gaps 256 between a pair of adjacent multi-
cavity upper mold half blocks 252a and between a pair of
adjacent multi-cavity lower mold half blocks 254a.

Preferably, but not necessarily, all of the upper and lower
mold half blocks 252, 254 are secured to their respective
upper and lower die sets 74, 76 by vertical bolts and dowels.
Thus, each multi-cavity block 252a and 254aq preferably has
four vertical threaded bores 258 at its four corners that thread-
ably receive four corresponding vertical bolts 260 in vertical
bores 262 in the die sets 74, 76. Similarly, each single-cavity
block 2526 and 2545 preferably has two vertical threaded
bores 258 adjacent its opposite ends that threadably receive
two corresponding vertical bolts 260 in vertical bores 262 in
the die sets 74, 76. Each multi-cavity block 2524 and 254a
also preferably has a pair of unthreaded vertical bores 264
into which are fitted a pair of corresponding vertical dowels
266 that project into vertical unthreaded bores 268 in the die
sets 74,76. Likewise, each single-cavity block 2525 and 254b
preferably has a pair of unthreaded vertical bores 264 into
which are fitted a pair of corresponding vertical dowels 266
that project into vertical unthreaded bores 268 in the die sets
74, 76.

The upper and lower mold half blocks 252, 254 are each
preferably provided with at least one heat transfer fluid chan-
nel extending therethrough for cooling the parison being
formed within the mold cavity. In the illustrated embodiment,
as shown in FIG. 29 for example, a total of four heat transfer
fluid channels 270, 272, 274, and 276 happen to be provided.
In the particular embodiment shown and described, two ofthe
channels 270, 272 are positioned for cooling of the body
portion of the parison being formed, while the two remaining
channels 274, 276 are positioned for cooling of the neck
portion of the parison being formed. For convenience, the
neck portion of each cavity half may be defined within a
removable insert 278 that is bolted in place within the remain-
ing part of the mold halt' block 252 or 254 by a pair of vertical
bolts 280. All multi-cavity mold blocks 252a, 254a and
single-cavity mold blocks 2525, 2545 are constructed in the
same way insofar as fluid channels 270-276 and neck inserts
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278 are concerned. Preferably, flexible seals in the nature of
O-rings 282 (FIG. 37) are provided in the gap 256 between
adjacent spaced apart upper mold half blocks 252 and adja-
cent spaced apart lower mold half blocks 254 to establish
communication between the fluid channels 270-276 of the
adjacent blocks.

The upper line of mold half blocks 252 is provided with a
pair of cavity-free end plates 284 at its opposite ends. Like-
wise, the lower line of mold half blocks 254 is provided with
a pair of cavity-free end plates 286 at its opposite ends. In
each instance, the end plates 284, 286 are bolted up against
their next adjacent single-cavity mold half block 2525 or
254b by a pair of horizontal bolts 288 that terminate within
the single-cavity mold half block 2525 or 2545 and do not
extend into the neighboring multi-cavity mold half block
252a or 254a. Preferably, each end plate 284, 286 is also
bolted to its upper or lower die set 74, 76 by a pair of vertical
bolts (not shown). A pair of threaded bores 290 for the end
plate vertical bolts are shown for the upper end plate 284 in
FIG. 29.

Each end plate 284, 286 is provided with four fittings or
fluid connections 292, 294, 296, and 298 that communicate
with the fluid channels 270, 272, 274, and 276 respectively of
mold half blocks 252, 254 via internal passages (not shown)
within the end plate. Fluid connections 292-298 are adapted
to be coupled to one or more sources of heat exchange fluid
via appropriate hoses (not shown). Although die sets 74, 76
may be provided with their own heat exchange fluid channels
300 as in the embodiments of FIGS. 1-23, there is no transfer
otheat exchange fluid from die sets 74, 76 to mold halt' blocks
252, 254 for cooling neck cavities in contrast to certain
embodiments of FIGS. 1-23.

Except as described above and shown in FIGS. 28-37, the
embodiment of FIGS. 28-37 is the same as that of FIGS.
24-27, and the injection molding process carried out with
respect to FIGS. 28-37 is the same as well.

Although the invention has been described with reference
to the preferred embodiment illustrated in the attached draw-
ing figures, it is noted that equivalents may be employed and
substitutions made herein without departing from the scope
of the invention as recited in the claims.

The invention claimed is:

1. A split parison mold assembly configured for connection
to upper and lower die sets of an injection blow molding
system, said split parison mold assembly comprising:

aplurality of pairs of upper and lower multi-cavity parison

mold half blocks,

wherein each pair of said mold half blocks is configured to

cooperatively define a plurality of parison forming cavi-
ties,

wherein at least two adjacent lower multi-cavity mold half

blocks are spaced apart from one another,

wherein at least two adjacent upper multi-cavity mold half

blocks are spaced apart from one another.

2. A split parison mold assembly as claimed in claim 1,

wherein each of said upper and lower mold half blocks

defines at least one heat transfer channel extending
therethrough.

3. A split parison mold assembly as claimed in claim 2,

further comprising at least one flexible lower seal disposed

in the space between said at least two adjacent lower
multi-cavity mold half blocks,

further comprising at least one flexible upper seal disposed

in the space between said at least two adjacent upper
multi-cavity mold half blocks.
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4. A split parison mold assembly as claimed in claim 3,

wherein said lower seals provide fluid flow communication
between said heat transfer channels of said at least two
adjacent lower multi-cavity mold half blocks,

wherein said upper seals provide fluid flow communication
between said heat transfer channels of said at least two
adjacent upper multi-cavity mold half blocks.

5. A split parison mold assembly as claimed in claim 3,

wherein said lower and upper seals are O-ring seals.

6. A split parison mold assembly as claimed in claim 1,

wherein at least one of said lower multi-cavity mold half
blocks is configured for independent connection to said
lower die set by one or more vertically-extending lower
fasteners,

wherein at least one of said upper multi-cavity mold half
blocks is configured for independent connection to said
upper die set by one or more vertically extending upper
fasteners.

7. A split parison mold assembly as claimed in claim 1,

wherein each of said upper and lower mold half blocks
includes a plurality of vertically-extending bores con-
figured to receive vertically-extending die set fasteners.

8. A split parison mold assembly as claimed in claim 7,

wherein said vertically-extending bores include a plurality
of threaded bores for receiving threaded bolts and a
plurality of unthreaded bores for receiving unthreaded
dowels.

9. A split parison mold assembly as claimed in claim 8,

wherein each of said upper and lower mold half blocks
comprises four of said threaded bores and two of said
unthreaded bores.

10. A split parison mold assembly as claimed in claim 1,

further comprising two or more pairs of upper and lower
single-cavity mold half blocks,

wherein each pair of upper and lower single-cavity mold
half'blocks cooperatively defines one parison cavity.

11. A split parison mold assembly as claimed in claim 10,

wherein all of said upper multi-cavity mold half blocks are
positioned between two of said upper single-cavity mold
half blocks,

wherein all of said lower multi-cavity mold halfblocks are
positioned between two of said lower single-cavity mold
half blocks.

12. A split parison mold assembly as claimed in claim 11,

wherein said upper multi-cavity mold half blocks include
two outer upper multi-cavity mold half blocks each posi-
tioned adjacent one of said upper single-cavity mold half
blocks,

wherein said lower multi-cavity mold half blocks include
two outer lower multi-cavity mold halfblocks each posi-
tioned adjacent one of said lower single-cavity mold half
blocks,

further comprising a plurality of horizontally-extending
fasteners for coupling each of said outer multi-cavity
mold half blocks to respective adjacent single-cavity
mold half blocks.

13. A split parison mold assembly as claimed in claim 12,

further comprising a plurality of upper and lower end
plates, each coupled to one of said single-cavity mold
halves via one or more of said horizontally-extending
fasteners.

14. A split parison mold assembly as claimed in claim 13,

further comprising at least one heat transfer fluid connec-
tion coupled to each end plate.
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15. A split parison mold assembly as claimed in claim 11,

wherein said upper multi-cavity mold half blocks include
two outer upper multi-cavity mold half blocks each posi-
tioned adjacent one of said upper single-cavity mold half
blocks,

wherein said lower multi-cavity mold half blocks include
two outer lower multi-cavity mold halfblocks each posi-
tioned adjacent one of said lower single-cavity mold half
blocks,

each of said single-cavity mold half blocks being spaced
from the next adjacent outer multi-cavity mold half
block.

16. A split parison mold assembly as claimed in claim 15,

further comprising a plurality of upper and lower end
plates, each coupled to one of said single-cavity mold
halves via one or more horizontally-extending fasteners.

17. A split parison mold assembly as claimed in claim 16,

further comprising at least one heat transfer fluid connec-
tion coupled to each end plate.

18. A split parison mold assembly as claimed in claim 1,

wherein each pair of said mold half blocks is configured to

cooperatively define at least 2 and not more than 10

parison forming cavities.

19. A split parison mold assembly as claimed in claim 1,

wherein said split parison mold comprises at least 2 and not
more than 40 pair of said upper and lower mold half
blocks.

20. A split parison mold assembly as claimed in claim 1,

wherein said split parison mold comprises at least 10 and
not more than 100 parison forming cavities.

21. A split parison mold assembly as claimed in claim 1,

wherein said at least two adjacent lower multi-cavity mold
half'blocks are spaced from one another by a distance of
at least 0.001 inch and not more than 0.5 inch,

wherein said at least two adjacent upper multi-cavity mold
have blocks are spaced from one another by a distance of
at least 0.001 inch and not more than 0.5 inch.

22. A split parison mold assembly as claimed in claim 1,

wherein no heat transfer channels are located in said die
sets.

23. A split parison mold assembly configured for connec-
tion to upper and lower die sets of an injection blow molding
system, said split parison mold assembly comprising:

aplurality of pairs of upper and lower multi-cavity parison
mold half blocks,

wherein each pair of said mold half blocks are configured
to cooperatively define a plurality of parison forming
cavities,

wherein at least two of said lower multi-cavity mold half
blocks are configured for independent connection to said
lower die set by one or more vertically extending lower
fasteners,

wherein at least two of said upper multi-cavity mold half
blocks are configured for independent connection to said
upper die set by one or more vertically extending upper
fasteners.

24. An injection blow molding process comprising:

(a) injection molding a resin into a plurality of parisons at
an injection station, wherein said injection molding
includes—

(1) shifting upper and lower die sets of said injection
molding station from an open position to a closed
position,

(ii) injecting said resin into a plurality of parison cavities
cooperatively defined by upper and lower mold half
assemblies coupled to said upper and lower die sets
respectively, wherein said upper mold half assembly
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comprises a plurality of upper mold half blocks inde-
pendently coupled to said upper die, wherein said
lower mold half assembly comprises a plurality of
lower mold half blocks independently coupled to said
lower die set, wherein at least one of said upper mold
half'blocks has a corresponding lower mold halfblock
for cooperatively defining the exterior shape of the
bodies of at least two of said parisons;

(b) transferring said parisons from said injection station to

a blowing station; and

(c) blow molding said parisons into molded articles at said

blowing station.

25. Tooling for use at the injection station of an injection
molding machine for molding a resin into parisons, said tool-
ing comprising:

an upper die set and a lower die set adapted to be shifted

between an open position and a closed position when
said die sets are coupled with an injection blow molding
machine; and

a plurality of upper mold half blocks for said upper die set

and a plurality of lower mold half blocks for said lower
die set,

said upper die set and said upper mold half blocks being

configured for independent coupling of each of said
upper mold half blocks to said upper die set,

said lower die set and said lower mold half blocks being

configured for independent coupling of each of said
lower mold half blocks to said lower die set,

at least certain of said upper mold half blocks and corre-

sponding lower mold half blocks comprising multi-cav-
ity mold half blocks.

26. Tooling as claimed in claim 25,

wherein all of said upper and lower mold half blocks com-

prise multi-cavity mold half blocks.

27. Tooling as claimed in claim 25,

wherein upper mold half blocks at opposite ends of the

plurality of upper mold half blocks comprise single-
cavity mold half blocks,

wherein lower mold half blocks at opposite ends of the

plurality of lower mold half blocks comprise single-
cavity mold half blocks.

28. Tooling as claimed in claim 25,

wherein each of said upper mold half blocks is provided

with at least one vertically extending upper fastener for
attaching each upper mold half block to said upper die
set,

wherein each of said lower mold half blocks is provided

with at least one vertically extending lower fastener for
attaching each lower mold half block to said lower die
set.

29. Tooling as claimed in claim 25,

wherein said upper mold half blocks are configured to be

spaced apart from one another when said upper mold
half'blocks are coupled to said upper die set,

wherein said lower mold half blocks are configured to be

spaced apart from one another when said lower mold
half'blocks are coupled to said lower die set.

30. Tooling as claimed in claim 29,

wherein each of said upper and lower mold half blocks

defines at least one heat transfer channel extending
therethrough.

31. Tooling as claimed in claim 30,

further comprising a flexible lower seal adapted to be dis-

posed in the space between each pair of adjacent lower
mold half blocks for providing fluid communication
between the heat transfer channels of each pair of adja-
cent lower mold half blocks,
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further comprising a flexible upper seal adapted to be dis-
posed in the space between each pair of adjacent upper
mold half blocks for providing fluid communication
between the heat transfer channels of each pair of adja-
cent upper mold half blocks.

32. Tooling as claimed in claim 31,

further comprising a pair of upper end plates at opposite
ends of said plurality of upper mold half blocks and a
pair of lower end plates at opposite ends of said plurality
of lower mold half blocks,

each of said upper and lower end plates being coupled to
the next adjacent mold half block via at least one hori-
zontally extending fastener.

33. Tooling as claimed in claim 32,

further comprising at least one heat transfer fluid connec-
tion coupled to each end plate.

34. Tooling as claimed in claim 25,

wherein each of said upper and lower die sets is provided
with at least one heat transfer channel extending there-
through.

35. Tooling as claimed in claim 34,

wherein each of said upper and lower mold half blocks is
provided with at least one heat transfer channel extend-
ing therethrough.

36. Tooling as claimed in claim 25,

wherein each of said upper and lower mold half blocks is
provided with at least one heat transfer channel extend-
ing therethrough.
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